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m SPECIFICATIONS

Nominal Voltage 12v
Rated Capacity(20 hour rate) 12Ah
Total Height 3.94inches(100mm)
(with terminals)
Dimensions Height 3.70inches(94mm)
Length 5.94inches(151mm)
Width 3.86inches(98mm)
Weight Approx. 8.48pound(3.85kg)

m CHARACTERISTICS

20 hour rate (600mA) 12.0Ah
) 10 hour rate (1.12A) 11.2Ah
Capacity 5 hour rate (1.92A) 9.6Ah
TT°F(25°C) 1 hour rate (7.20A) 7.2Ah
15 minute Rate (21.1A) 5.3Ah
Internal  Resistance Fullcharged Battery 77F(25C) 17mQ
. 104°F(40°C) 102%
Capacity affected
e one T7F(25C) 100%
(20 hour rate) 32°F(0°C) 85%
5°F(-15C) 65%
g 0,
Self-Discharge Capac!ty after 3 month storage 910A)
77F(20C) Capacity after 6 month storage 81%
Capacity after 12 month storage 60%
Max. Discharge
Current 77°F(250) 180A(5S)
Terminal F2
Charge | Cyde Initial Charging Current IessothanGS.BA
(Constant Voltage 14.4~14.7VI7T7'F(25°C)
Voltage) | Float Voltage 13.5~13.8V/77°F(25°C)

B CONSTANT WATTAGE
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The above data are average values, and can be obtained within

3 charge/discharge cycles. These are not minium values.

100

Qut off vdtage vicell 5M 10M 15M 30M 45M 60M
1.60V 81.6 524 40.0 226 174 14.0
1.65V 79.2 51.3 397 223 17.2 13.9
1.70V 76.9 50.8 39.2 21.8 16.6 137
1.75V 750 50.5 38.8 212 16.0 134
1.80V 70.7 490 36.1 204 15.3 126
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KSTAR BATTERY

Reliable Power Source from China
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m SPECIFICATIONS

Nominal Voltage 12v
Rated Capacity(20 hour rate) 14Ah
Total Height 3.94inches(100mm)
(with terminals)
Dimensions Height 3.70inches(94mm)
Length 5.94inches(151mm)
Width 3.86inches(98mm)
Weight Approx. 9.25pound(4.2kg)
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m CHARACTERISTICS [« min > h -
20 hour rate (0.70A) 14.0Ah Discharge time
. 10 hour rate (1.30A) 13.0Ah
Capadity 5 hour rate (2.24A) 11.2Ah
TT°F(25°C) 1 hour rate (8.40A) 8.4Ah
0 0
|
15 minute Rate (24.8A) 6.2Ah DISCHARGE CURRENT VS. TIME 77 "F(25°C)
100
Internal  Resistance Full cherged Battery 77F(25C) 12mQ
o] 0,
Capacity affected 1041 F(4(3’C) 1020/0
by Temperature TT°F(25°C) 100%
(20 hour rate) 32°F(0°C) 85% 7 10
5F(-15°C) 65% 3
s
J 0,
Self-Discharge Capac!ty after 3 month storage 910/0 ,E
77F(20°C) Capacity after 6 month storage 81% 1
Capacity after 12 month storage 60%
Max. Discharge
Current 77°F(250) 210A(3S)
0.1
Terminal F2 0.1 1 10 100
Charge | Cyde Initial Charging Current Iessnthano4.2A Current(amps)
(Constant Voltage 14.4~14.7V/7T7T°F(25°C)
\Voltage) | Float Voltage 13.5~13.8V/77°F(25°C)
The above data are average values, and can be obtained within
3 charge/discharge cycles. These are not minium values.
m CONSTANT WATTAGE DISCHARGE(WATTS PER CELL@25°C)
Qut off valtage vicdll 5M 10M 15M 30M 45M 60M
1.60V 95.2 61.1 46.7 264 20.3 16.3
1.65V 924 59.5 46.3 26.0 201 16.2
1.70V 89.7 59.3 457 254 194 16.0
1.75V 875 58.9 453 247 18.7 15.6
1.80V 825 57.2 421 238 179 14.7

KSTAR BATTERY

Reliable Power Source from China

4Y
036 &%




